
Rockland EJ Ejector Buckets are ideal for precise dumping applications, sticky materials, or overcoming dump clearance 
issues in tight spaces.  Ejector Buckets increase standard dump height a minimum of 24”.  The hydraulically driven push 
plate allows the operator to maintain maximum control while dumping the load.  Rubber skirting ensures a clean bucket 
after every dump.  Whether you’re mixing ingredients in the feed yard, or overcoming dump clearance issues, the Rockland 
Ejector Bucket is right for your application. 

Rockland EJ Ejector Buckets are built with rugged high-strength, weight-saving, alloy steels.  Each heavy-duty cylinder 
is made in-house, hydraulically cushioned, and rigorously tested before shipment.   These buckets are designed and 
manufactured for years of maintenance free, dependable service.

INSTALLATION INFORMATION
Rockland EJ Ejector Buckets come complete with jumper hoses ready to mount in place of the existing bucket using factory pins.  A 
three-spool valve and boom arm piping are required to complete the installation.

EJ Ejector Buckets
Hydraulically Eject Loads

Solve Dump Height Problems

WARRANTY
Ejector Buckets are guaranteed 
against failure due to defective design, 
workmanship or materials for one year 
or 2,000 hours.

Category 20 20,30 20,30 30,40 30,40 30,40 30,40 40,50
Capacity (Yd3) 2.5         1.91 3            2.29 3.5         1.59 4            3.06 4.25       3.25 4.5         3.44 4.75       3.63 5            3.82

Width (”) 92          2337 94          2388 96          2438 96          2438 100        2540 100        2540 106        2692 106        2692

Weight (lbs.) 3400      1542 4900      2223 5050      2291 5200      2359 5350      2427 5550      2517 5650      2563 5800      2631

Specifications are subject to change without notice.

SPECIFICATIONS

Category 40,50 40,50 40,50 40,50 50,60 60 70 70,80
Capacity (Yd3) 5.25       4.01 5.5         4.21 5.75       4.40 6            4.59 7            5.35 8            6.12 9            6.88 10             7.65

Width (”) 106        2692 112        2845 112        2845 112        2845 114        2896 116        2946 118        2997 121           3073

Weight (lbs.) 5950      3892 6100      2767 6250      2835 6310      2862 6375      2892 6560      2976 7380      3348 8300         3765

ROCKLAND

(mm/kg)

Rockland EJ Ejector Buckets are 
guaranteed against failure due to 
defective design, workmanship or 
materials for a period of two years 
or 4,000 hours.
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P.O. Box 5                        Bedford, PA 15522
800-458-3773             www.rocklandmfg.com

Distributed by:
   

WARRANTY

Printed in U.S.A. EJ0419


