
Machine Weight (Lbs.) Capacity 
(Yd3)

Tines
(# of)

Tines Clear 
Spacing (In.)

Width 
(In.)

Weight 
(Lbs.)

16,701 - 23,800 2.00 10 9.751 106 3,200

23,801 - 27,000 2.50 - 3.50 10 9.875 - 9.75 112 - 116 4,000 - 4,800

27,001 - 34,000 4.00 - 4.50 10 9.50 - 10.125 120 - 124 5,800 - 6,100

34,001 - 42,500 5.00 - 5.50 10 11.4375 136 7,400 - 7,700

42,501 - 54,000 6.00 - 6.50 11 10.50 142 9,500 - 9,900

54,001 - 64,000 7.00 12 9.25 148 11,800

64,001 - 79,000 8.00 12 9.75 154 13,600

• Skeletal ribs are manufactured from high-
strength, abrasion-resistant AR400 steel

• Eliminate the cost of bringing in extra free 
base material – use what you already have!

• Equipped with reversible bolt-on cutting 
edges or your choice of points and adapters

• Additional wear plates and options available 
upon request

WARRANTY Rockland Loader Rock Tine Buckets are guaranteed against failure for LIFE due to defective 
design, materials, or workmanship as long as it is owner by the original purchaser.

WWW.ROCKLANDMFG.COM | SALES@ROCKLANDMFG.COM | 1-800-458-3773

Specifications*

*Specifications subject to change without notice. 

RT0222

Proudly Made in USA

LOAD WHAT YOU NEED, 
LEAVE THE REST BEHIND.

Enclosed center 
section prevents 

material from spilling 
onto machine linkage

Custom tine 
spacing to 
suit your 
specific 
needs

Optional bolt-
on edge or your 
choice of teeth

BACK VIEW

SIDE
VIEW

Covered by Rockland’s 
no-nonsense Lifetime 

Guarantee!


