
• Proven in the harshest applications  
 around the world

• The industry’s only lifetime warranty

• Purpose-built to suit your    
 application

• Best in class service and support   

DESIGNED TO PRODUCE • BUILT TO LAST

Rockland Manufacturing has been producing rock buckets for over half a century. We were the first, and continue to be the 
only, company to offer a lifetime warranty. Our promise of exceptional service and support is continuously recognized by 
customers around the globe.

Where other competitors use lower grade steels to cut costs, Rockland uses only top quality steel from reliable manufacturers. 
This means you stay working longer with increased production and decreased downtime. When your livelihood depends on 
it, make sure you specify a quality bucket from Rockland.

Our Commitment to You

Why choose a Rockland 
Heavy Duty Rock Bucket?

HDV SPADE NOSE BUCKET WITH TEETH, 
SEGEMENTS, AND VERTICAL WEAR SHROUDS

Teeth & Segments or bolt-on cutting edges  
of your choice

AR400 Abrasion Resistant steel: 
Superior resistance against wear & impact

A514 High Strength alloy steel: 
Higher strength & increase wear resistance

A572: High Strength, low alloy structural steel: 
Superior yield & tensile strength compared to 
A36 steel used by other manufacturers



Printed in U.S.A.  

Rockland Heavy Duty Rock Buckets are guaranteed 
for life against failure due to defective design, 

materials, or workmanship as long as it is owned by 
the original purchaser.

WARRANTY
Distributed by:

ROCKLAND MANUFACTURING CO.
BEDFORD, PA 15522

www.rocklandmfg.com
P.O. BOX 5              
800-458-3773 
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WHEEL LOADERS
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• Built with dependable,   
 top-quality materials to 
 increase wear life

• Equipped with teeth and  
 segments of your choice

• Spade edge or straight   
 edge design

• Weld-on skid shoes to  
 protect and preserve the  
 bottom of  your bucket

• Lower outside endplate   
 liners

Standard Features:
•  Wear pin technology

•  Bolt-on cutting edges 
 instead of teeth &   
 segments

• Vertical wear shrouds /   
 Sidebar protectors

• Rock deflectors

• Corner wear shrouds

• Bolt-on skid shoes

•  Shell liner                           

Customizable Options:


