
SKID STEER ATTACHMENTS

GRAPPLE RAKES

Heavy DutyHeavy Duty

(Track machines up to 65HP | Wheeled machines up to 75HP)

 • Wide clamp grapple

 • Twin 2” bore x 10” stroke cylinders rated at 4,000 PSI

 • 1/2” heavy duty tines

 • Includes hose kit with 1/2” flat-face couplers

Specifications subject to change without notice.
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WARRANTY Rockland Grapple Rakes are warranted to be free from defects in materials and 
workmanship for a period of 12 months from the initial sale, lease, or rental date.

Severe DutySevere Duty

(Track machines over 65HP | Wheeled machines over 75HP)

 • Wide clamp grapple

 • Twin 2” bore x 10” stroke cylinders rated at 4,000 PSI

 • 1/2” heavy duty tines with 23 series replaceable teeth

 • Includes hose kit with 1/2” flat-face couplers

SPECIFICATIONS

HEIGHT (IN.)

DEPTH (IN.)

CLAMP 
OPENING (IN.)

WEIGHT (LBS.)

HEAVY DUTY SEVERE DUTY

37 37 37 37 37 37 3737 37 37 37 37 37

26 26 27 27 27 27 2726 26 26 26 27 27

51 51 51 51 51 51 5151 51 51 51 51 51

777 867 942 965 987 1031 1099893 918 939 1056 820 863

WIDTH (IN.) 63 72 72 78 81 84 9678 81 84 96 63 66

STYLE


