
Machine Tip Load (Lbs.) Capacity (Yd3) Width (In.) # of Sidebar Protectors Weight (Lbs.)

54,000-64,000

9.2 OEM 2 6,925

9.8 OEM 2 7,180

10.2 OEM 2 7,480

• High Strength design keeps bucket weight low,
allowing more payload with every pass. Over 25%
lighter weight than similar competitor buckets

• Curved sidecutter profile promotes material
retention

• Choose the Standard configuration or add the
Aggregate Wear package to maximize longevity and
minimize maintenance and rebuild costs

• Backed by our no-nonsense 2 year, 4,000 hour
warranty

WARRANTY Rockland Two-Pass Buckets are guaranteed against failure due to defective design, 
materials, or workmanship for a period of two years or 4,000 hours.

WWW.ROCKLANDMFG.COM | SALES@ROCKLANDMFG.COM | 1-800-458-3773

Standard Style Specifications* 

*Specifications subject to change without notice.

TP1021

Proudly Made in USA

REDUCE FUEL COSTS 
AND INCREASE LOADING 

EFFIENCY!

Aggregate Style Specifications*

Machine Tip Load (Lbs.) Capacity (Yd3) Width (In.) # of Sidebar Protectors Weight (Lbs.)

54,000-64,000

9.2 OEM 4 8,300

9.8 OEM 4 8,815

10.2 OEM 4 9,030

STANDARD 
STYLE

AGGREGATE
STYLE


